**NOTES**

- STAINLESS STEEL SHALL BE GRADE 304 No. 4 FINISH. ALL JOINTS SHALL BE FULLY WELDED, GROUND & POLISHED.
- PROVIDE GUTTER EXPANSION JOINTS ON BRACKETS @ 15m CTRS MAX.
- PROVIDE 1:500 MIN. FALL IN GUTTER TO DOWPIPE OUTLET.

**SECTION**

- 0.9 mm S/S STOP END / EXPANSION JOINT
- 6mm DIA. S/S TANK BOLTS WITH NEOPRENE WASHERS
- 0.9 mm S/S CURVED GUTTER WITH FOLDED SAFE EDGES
- 0.9 mm S/S SPIGOT TO SUIT DOWPIPE
- SELECTED DOWPIPE
- PLATE ANGLE MAY VARY WITH FASCIA TYPE. GUTTER SHALL REMAIN HORIZONTAL.
- SELECTED APPROVED S/S FIXING TO SUIT FASCIA TYPE. MIN 6mm DIA.
- 50 x 5mm S/S BRACKET FULLY WELDED TO PLATE & CURVED BRACKET

**ELEVATION**

- 50 x 5mm S/S BRACKET FULLY WELDED TO PLATE
- BRACKETS SHALL BE @ 1200mm CTRS MAX.
- 5mm S/S PLATE WITH TWO 20 x 8mm SLOTS
- ALL SIDES SHALL BE EQUAL